
Permanent or Portable Both

Roll width 78.7” (2m)

Roll length 65’7”, 82’ (20m, 25m)

Colors Gray Oak, Oak

Thickness 0.080” (2mm)

Weight 5.7lbs/yd² (3.1 kg/m²)

Fire rating ASTM E648, E662-Class 1

Recycled Content 23-30%

VOC Emissions ≤0.5mg/m³

Recyclability 100%

Third Party Certification Environmental product Declaration A+ 
LEED, BREEAM, REACH Compliant

Harlequin Fiesta was created to replicate the look of wood without  
the cleaning and maintenance issues. Its oak-strip performance  
surface offers the perfect solution.

Utilization: Harlequin Fiesta suits ballroom, salsa, Irish and tap dance, 
multipurpose spaces, hip-hop, jazz, street, aerobics, Zumba, theaters,  
and operatic performances. It’s a convenient choice for social floors that  
endure ballroom and tap shoes. 

Installation: Harlequin Fiesta can be made for permanent installation with  
welded joints or portable loose-lay. It is suitable for smooth, hard sub-floors,  
and an excellent vinyl performance surface for Harlequin sprung floors.

Specification Guide

Harlequin Fiesta™

CALL 800-642-6440 or VISIT www.harlequinfloors.com 
For samples or information on Harlequin Floors complete range of vinyl and sprung floors.

Ae
ro

bi
cs

/Z
um

ba

Ba
lle

t

Ba
llr

oo
m

/S
al

sa

Co
nc

er
ts

Co
nt

em
po

ra
ry

Di
sp

la
y/

Ev
en

ts

H
ip

-H
op

/J
az

z/
St

re
et

M
od

er
n

M
ul

ti-
pu

rp
os

e

Pe
rc

us
si

ve
* 

 
(Ir

is
h,

 T
ap

)

Th
ea

tr
e/

O
pe

ra

TV
/F

ilm
 P

ro
du

ct
io

ns
Allegro 3 3 3 3

Cascade 3 3 3 3 3 3 3 3 3

Fiesta 3 3 3 3 3 3 3 3

FreeStyle 3 3 3 3

Hi-Shine 3 3 3 3

Marine 3 3 3 3 3

Reversible 3 3 3 3 3 3 3 3 3 3 3

Reversible Pro 3 3 3 3 3 3 3 3 3 3 3

Standfast 3 3 3 3 3 3 3 3 3

Studio 3 3 3 3 3

Studio B 3 3 3 3 3

Oak 
FST010

Clear PVC 
performance 
surface

Oak strip effect 
printed film 

Stable impregnated 
polyester backing

Gray Oak 
FST546

Additional Colors:

Harlequin’s Vinyl Floor Application Guide 
In addition to Harlequin Fiesta, we also produce a wide range of other 
vinyl floors, which are listed below. 
3 = We recommend.     * = Please ensure tap screws are fully tightened before use.
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American Harlequin Corporation
1531 Glen Avenue
Moorestown, NJ 08057

(800) 642 6440
contact@harlequinfloors.com
harlequinfloors.com

The Company reserves the right to make any variation  
in design or construction of the material described.  
© Harlequin Floors 1/2024
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